


 
 
 
 

Frequency Range:   87.5 � 108 MHz 
 
AC Power Source: Threephase: 220-380-415 Vac 

with neutral, 50-60 Hz    
 
Output Power:    10500 W 
 
RF Output Connector:   1-5/8� EIA flange 
 
Output Impedance:   50 Ohm 
 
RF input connector:   N-type 
 
RF input impedance:   50 Ohm 
 
Input Driver Power:   22 W 
 
Power Consumption:   < 18kW 
 
Power Factor:    0.95 
 
Harmonic  & Spurious Suppression: Meets or exceeds all FCC and 

CCIR requirements 
 
Cooling:    Forced ventilation 
 
Operating Temperature:  From -10° C to 50° C 
 
Maximum humidity:   90% non-condensing 
 
Weight     1220 kg 
 
Cabinet Dimensions:   Single cabinet: 
     1935 mm (76.18�) H 
     665,50 mm (26.20�) W 
     980 mm (38.58�) D  

Technical Specifications 

For Information contacts: 
info@rvr.it 
customerservice@rvr.it   

R.V.R. Elettronica S.p.A. � Via del Fonditore, 2/2C  
Zona Roveri �40138 Bologna � ITALY 
e-mail: info@rvr.it - http://www.rvr.it/ 

These specifications are therefore subject to change without notice.  

Preliminary Version 0.2 � 01/2005 


